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List of our products: 

The information contained in this sheet is for information purposes only. The information provided is based on our current knowledge. It is the responsibility of the user to check that this sheet is the most recent. 
As we have no influence on the use of our products or the installation conditions specific to each job site, we cannot be held responsible for the final result or any other indirect consequences. 

Sys FB67 Adhesive FB67 / Flooring DFPOX / RESURFACING epxy FB50 Polyurethane expansion joint 

FB60 Epoxy grout joint FB70 Polyurethane waterproof layer 

FB30 Epoxy adhesive and grout joint FB43 Polyurethane glue and waterproof layer 

OS 1500 Polyester grout joint   

 Conc. Sys. FB67  FB60 / FB30 OS1500  FB50  FB43 / FB70  
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Citric acid 25% A B A B A A A - A - 

Formic acid 5% B C B C A A A - A B 
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Oleic acid 100% B C B C A A - - A B 
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Tartaric acid 58% A B A B A A - - - - 

Bases  20°C 60°C 20°C 60°C 20°C 60°C 20°C 60°C 20°C 60°C 
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Sodium carbonate 10% A A A A A B A C A C 
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Other products  20°C 60°C 20°C 60°C 20°C 60°C 20°C 60°C 20°C 60°C 

Ethanol 100% A - A - A - - - - - 

Hydrogen peroxide 30% A C A C A B A B A B 

Sodium hypochlorite 12% B C B C A A A B B B 

Chlorinated water  A A A A A A B B B B 

Gasoil 100% A A A A A A C C - - 

Captions : 

A = No attack                                                                               C = The mortar is attack, disadvised use 

B = Little attack, the mortar can be used                                    -  =  Not tested 


